SPECIFICATIONS

ELECTRICAL
« Contact Current Rating : 1 Amper
- Contact Resistance : 30 mQ Max
« Insulator Resistance : 1,000 MQ Min
- Dielectric Withstanding Voltage : 500 VAC RMS 60 sec.
MATERIAL
« Insulator : PBT UL 94V-0 (Standard) -~ PPS - UL 94V-0
- Contact : Phosphor Bronze
- Contact Plated : Gold Plated - Tin Plated
Selective Plated
Operation Temperature : - 55°C to + 105C

| oo D TMENSIONS
J 6.46+0.15 |CONTACTS [A£0.15(B+0.15|C+0.15|D+0.15
20 5.08 15.50 5.08 15.50

_—W——llj HENR UTJ ! 28 7.62 | 18.04 | 7.62 | 18.04

C D 11.31+0.15

32 7.62 | 18.04 | 10.16 | 20.54
44 12.70 | 23.48 | 12.70 | 23.48
9 15.24 | 25.88 | 15.24 | 25.88
68 20.32 | 31.04 | 20.32 | 31.04
84 25.40 | 36.04 | 25.40 | 36.04

$0.60~80.62 |l-—2.541.65+0.1

UNIT: mm

CENTRONIC PRECISION ELECTRONIC CONPANY  WORLINKOM TECHNOLOGY LTD | % ® DRAWN BY| 7 # DATE >60-XX-01
Rl e RARfEE G T2 P FUFU 200070615 |PLADXXTB9A2 B 6 0oXX

TEL:886-2-2686-8788 FAX:886-2-2686-0018 % CHECKED BY|[* &
E-MAIL:Centron@tpts6.seed.net.tw E-MAIL:Cen8888@gmail.com WENDY iClALE PLADXXTBlAl DRAWING NO.

PDF created with pdfFactory trial version www.pdffactory.com


http://www.pdffactory.com



